BUREAU VERITAS REFERENCE SHEET

BUREAU
VERITAS

VISCOSITY CLASSIFICATION EQUIVALENTS
Fluid Condition Monitoring

0
=
] o
KINEMATIC ‘nt 0 u é SAYBOLT
VISCOSITIES o 2 g 2 4] VISCOSITIES
o 2 [ x O
> S o Z o %
w w
cSt/40°C cst/100°C 9 (T} < g W SUS /100 °F SUS [210 °F
= < » O nw O
2000 — 20 — —— 10000
= — 8000 300
60 —] 1500 I
= — 7000 |
1000 — 50 —] 1000 9 — 6000
800 — —] — 4000 — 200
40 —] |
600 — ] 680 “ 3000
o SR o B — 2000 |-
400 — ]
200 — | T O 00
20 | — 100
| — 1000 — 90
200 —| ]
—] — 900 — 80
= i
] L 600 — 70
o e o
— 60
s Kl o
.- I - e
60 — 8 — — 300
= 50
50 — = -
- — 200
40 — 6 — L 45
30 — - = —HEl - 150
— L 40
20 — = — e L 100
B
— o
Viscosities can be relisted horizontally only. — 70
o — O L o
8 Viscosities based on 96 VI single grade oil
— 50
6 — ISO are specified at 40°C
5 _| “ AGMA are specified at 40°C
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For details about this service, please contact Bureau Veritas
P 800-655-4473 | E ocm@bureauveritas.com | www.oil-testing.com




